
Porta Coop 
Haven
Assembly Instructions

SIZES
4'x5' • 6'x8' • 10'x12'
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Install Roost Bar from side to side with 

2 - 5/16” × 1 3/4” bolts.

Use 2 - 5/16” Flat Washers and

1 - 5/16” Lock Nut per side.

Assemble the 4 Main Frame Panels with 

8 - 5/16” x 2 3/4” Bolts with 2 Flat Washers and 1 Lock 

Nut per Bolt.

(Note: Just hand tighten bolts until fully assembled)

Arrows indicate bolt placement

(The Roost Bar can be adjusted after 

wheels are installed)
Close-up of bolt 

placement

Attach Wheel Arms to Wheel Plate

with 3 1/8”x 1” Bolt and 3/8” Lock Nut.

(Note: Wheel Arms are Left/Right Specific. 

Ensure that the bend goes outward)
4

Mount Handle to the front of the coop with

 2 - 5/16” × 2 3/4” Bolts with 2 Flat Washers on each 

side and a 5/16” Lock Nut. 

On the 10x12 coop, use 2 - 5/16" x 3 1/4" Bolts
3

Poly 

Washer

Bend is in this area 

of the Arm

(Note: Place Poly Washer 

between metal wear point)



Attach Lift Arms from Wheel Arms to the holes 

in the Handle.  Attach Lift Arms  to Wheel Arm 

using  a  5/16” × 2 1/4” Bolt, with 2 Flat Washers, 1 Poly 

Washer and 1 5/16" Lock Nut per bolt . 

On the Handle end, use a 5/16” × 2 3/4” Bolt.
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(Orange circles show areas enlarged below)

Lift Arm  Assembly Details

(Note: Bottom hole on 

handle lifts coop higher 

than the top hole)
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Spread Tarp over the top and loosely

connect all buckles.

Finish fully tightening all bolts.
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Attach Wheels to Wheel Arms with 5/8” × 3 1/2” Axle 

Bolts and 5/8" Jam Nut.

Insert the Axle Bolt from inside the coop so that 

you can tighten the nut from the outside.
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Buckle



To install feeder, cut out a 4” tall by 10” wide section 

from the desired panel. Feeder clips into place.

(Please note that ideal placement of feeder

depends on size of your birds)

To install nesting box, cut out a section of the 

desired panel to the dimensions of 7 “ tall by the 

width of assembled nest box.

Please refer to Nesting Box instructions for further 

mounting instructions.
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(Nesting box is 

shown attached 

to the front of

the 6x8 model of 

the Haven Coop)

(Feeder is shown

attached to the 

rear of the side of

the 6x8 model of 

the Haven Coop)

6 × 8 Haven Waterer: Installation Instructions
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Use at least 4 Cable Ties

(Note that the side panel (shown as a 

gray line) is placed between the fastening 

halves of the water cup assembly)

• 4 x 5 Haven’s waterer fastens with 

cable ties to the door.

• 10 x 12 Haven’s water is a Bell 

Waterer that hangs from the rafter 

system. The Bucket shelf mounts 

onto the upright post.

The bucket bracket is fastened 

with 2 bolts

Close up of water 

cup installation



On the 10x12 model of the Porta Coop Haven there 

is an additional 4 piece Rafter System for in-

creased support.

Install the Rafter System in 

place before installing the Tarp.

Fasten the Rafter System 

with the provided Self Drilling 

Screws (x10).

(Diagram of Rafter System on 

10x12 Haven Coop)

Porta Coop Haven Maintenance:
•  Please note that the Porta Coop Haven is not rated for snow 

load; Please remove tarp cover in the winter. Check and tighten 

any loose fasteners every 3-6 months.

• Ensure that wheel bracket bolts are snug but not too tight; so 

that the wheel can move freely.

• Inspect powder coating for any scuffs or scratches. If there 

are any, lightly sand the blemished spot, then touch up using a 

high quality black gloss paint (such as Rust-oleum).

• The canvas cover should last for many years. Should a cut or 

tear happen, you can repair it using a quality canvas repair 

kit (please note that the cut or tear will not expand or fray 

because of the strong mesh inside of the canvas.

• To prevent damage caused by high winds, keep the coop from 

facing into the direction of the wind.

Your Porta Coop Haven is made from high quality

materials that will last a long time with regular

maintenance and care!

Front

Back



For more information about 

Porta Coop, visit portacoop.com 

Phone: 330-600-5722

Email: info@portacoop.com

Address: 10846 County Road 6

Killbuck, OH 44637


