
Porta Coop Heritage Assembly Instructions

for 6x8 and 10x12 Coop Sizes

10846 County Road 6
Killbuck, OH 44637

Phone. 330-600-5722
Website: portacoop.com

Email: info@portacoop.com
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1-Handle to move

 Parts List:  6 x 8 and 10 x 12 Heritage Coops

Tools Needed:

Crescent 

wrench
9/16” and  1/2” Wrench

Driver

Tape Measure

Ratchet
9/16”, 1/2”, 3/8”, 5/16” Sockets

2-Intermediate

Rafters

for 10 x 12 

ONLY
Wheel Lift 

Arms

5/16" x 2 3/4" 

Bolt

5/16" x  21/4" 

Bolt

3/8" x  1"

Bolt

3/8"

Lock Nut

5/16"

Flat Washer

5/16"

Lock Nut

5/8" x  3 1/2"

Axle Bolt

5/8"

Jam Nut

White 

Poly Washer

#14 x 1" Self 

Drilling Screw

5/16" x 3 1/4" 

Bolt

-x2

x2x2

x2x2

x2x2

x12x10

x2x2

x28x28

x14x14

x2x2

x6x6

x12x4

10x126x8 10x126x8
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2 - Wheels

2 Side Panels

2 - UV Resistant 

Tarps

Bungees

6 x 8 - 50

10 x 12 - 75

2 - Wheel Arms 

Left & Right

2  End Panels

1- Side and 

Back  Panel 

Tarp

1- Roof Tarp
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Coop Setup:

Attach the 4 sides of the coop 

together, by lining up the pre-

drilled holes and fastening them 

with the  5/16 x 3-1/4 bolts. Insert 

the bolts along with a washer 

into the 2 holes from the out-

side. Place a washer and a lock 

nut on the end of each bolt and 

tighten from the inside using a 

1/2” socket, crescent wrench 

or 1/2” wrench to hold and 

tighten bolt on the outside. The 

frame bars should be inside and 

the smooth welded netting on 

the outside. 
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2 Peak: Attach the peak rafter with the 4-#14 x 1”self-drilling screws 

on the peak. They can be tightened using the 5/16” socket and 

impact driver. For the 10’x 12’ size you will also need to attach the two 

intermediate rafters 35” from the eave using the same socket and 

driver.

Requires:
2 - 5/16 x 3-1⁄4” bolts
4 - metal washers

2 - lock nuts

Requires:
4 -#14 x 1”” self drilling screws

(10 x 12 Coop Only) 

Requires:
4 -#14 x 1”” self drilling screws
for Intermediate Peak/Rafter
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3 Attaching Handle : Bolt handle to front two sides with the 5/16 x 

3-1/4 bolt with washers, lock nuts, and nylon washer between handle 

and frame. Tighten with the 1/2” socket.

Nylon Washer between 
metal frame and metal handle

Requires:
2 - 5⁄16 x 3 1⁄4” bolts
4 - metal washers

2 - lock nuts
2 - nylon washers

Attach Wheel Arms to Wheel Plate
with the 3 1/8”x 1” Bolt and 3/8” Lock Nut.

(Note: Wheel Arms are Left/Right Specific.

Ensure that the bend goes outward)

Requires:
2 - 3⁄8”x 1 1⁄4” bolts 

2 - 3⁄8 nylon lock nuts 
2 - 3-1/2”  Axle bolts

2 - snaps
2 - cable clamps
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5 Attach Lift Arms from Wheel Arms to the holes in 

the Handle.  Attach Lift Arms  to Wheel Arm using  a  

5/16” × 2 1/4” Bolt, with 2 Flat Washers, 1 Poly Washer 

and 1 5/16" Lock Nut per bolt . 

On the Handle end, use a 5/16” × 2 3/4” Bolt.

(Orange circles show areas enlarged below)

Lift Arm  Assembly Details
(Note: Bottom hole on handle lifts coop higher than the top hole)

Flat Washer

Lock Nut H
a

n
d

le

Flat 

Washer

Poly 

Washer

Poly Washer

Poly 

Washer
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Lock Nut

Flat 

Washer

Lower Lift

Higher Lift

Attach Wheels to Wheel Arms with 

5/8” × 3 1/2” Axle Bolts and 5/8" Jam Nut.

Insert the Axle Bolt from inside the coop 

so that you can tighten the nut from the 

outside.
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Attaching Tarp : Attach the side tarp first using the bungee cords 

pulled through the grommet holes, and then through the netting of the 

coop. Then pull roof tarp over peak and fasten with bungees. 

(Note: Place Porta-Coop stickers toward the front of the coop.)

To ensure stability pull bungees through all grommet holes. For a more 

streamlined look go inside the coop to pull tie-downs through. 
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Inside View
Outside View

Additional products such as 
feeders, waterers, and nest boxes are also 

available upon request.
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Thank you for purchasing a quality 
Porta Coop product that was 

manufactured in the USA.

Satisfaction Guaranteed

Your Porta Coop is constructed with high-quality materials and, with 

proper care, is designed to last for many decades. However, to ensure 

its longevity and performance, annual and semi-annual maintenance 

is recommended.

Every 3-6 months:

1. Check and tighten any loose fasteners. Especially be mindful of 

the small cable clamps on both sides.

2. Ensure that wheel bracket bolts are snug but not too tight, so that 

wheel can move freely.

Annually:

1. Inspect powder coat for any scuffs, scratches or damaged spots. 

If any blemishes are found, lightly sand spot, then touch up using a 

high quality gloss black paint (such as Rust-o-leum).

2. The canvas cover should last for many years to come. If a tear 

or slit does happen, it will not fray or further tear because of the 

strong mesh inside. It can however be repaired using a quality 

canvas patch kit if desired. 

3. The ball bungees may start to lose their elasticity every 4-5 years 

and should be replaced as needed.

If the coop will not be used during the winter months, storing the can-

vas and bungees indoors is recommended to help extend the life of 

these components.

Contact Porta Coop for replacement parts.

Porta Coop Maintenance Guide:

Important:

To prevent damage always keep coop 
FROM FACING INTO THE WIND.


